
75

• 1” 1/4 R.T. threaded connection
• Copper or stainless steel sheath
• Element diameter: “8”
• 1 x 230V element with IP40 protection

1 "U" ELEMENT ø 8ELECTRIC HEATERS FOR BOILER GROUPS

COPPER
Type LSB (mm) W Ø Code

Straight 280 800 8 114.X.000010
Straight 300 1000 8 114.X.000020
Straight 300 1200 8 114.X.000030
Straight 400 1500 8 114.X.000040
Straight 400 2000 8 114.X.000050
Straight 450 2500 8 114.X.000060
Folded 280 1000 8 114.X.000070
Folded 280 1200 8 114.X.000080
Folded 280 1500 8 114.X.000090
Folded 280 2000 8 114.X.000100
Folded 280 2500 8 114.X.000110

INOX
Type LSB (mm) W Ø Code

Straight 280 800 8 114.X.000120
Straight 300 1000 8 114.X.000130
Straight 300 1200 8 114.X.000140
Straight 400 1500 8 114.X.000150
Straight 400 2000 8 114.X.000160
Straight 450 2500 8 114.X.000170
Folded 280 1000 8 114.X.000180
Folded 280 1200 8 114.X.000190
Folded 280 1500 8 114.X.000200
Folded 280 2000 8 114.X.000210
Folded 280 2500 8 114.X.000220
Straight 500 1000 8 114.X.000230
Straight 550 1500 8 114.X.000240
Straight 600 2000 8 114.X.000250
Straight 650 2500 8 114.X.000260
Straight 700 3000 8 114.X.000270

THERMOSTAT
Description Code

Round thermostat rated at 80 °C
for Lg boiler. 280 mm - single phase

187.X.000010

LSB

Lg well

LRLF=40


